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LAMIA C 

The �amps cannot be 

changed in the 

�uminaire.

This �uminaire

contains bui�t-in

LED �amps.

cd/1000�m

C0—C180

C90—270

LED

AC 220-240 V / 50-60 Hz

termina� b�ock

e�ectronic driver

non-dimmab�e (not �abe�ed), corridor function (COR), DALI (DALI)

SwitchDim (SD) 

no modu�e (no �abe�), integrated emergency modu�e, the autonomy of 1 hours (M1)

diffuser

direct

Ra > 80, Ra > 90, RA 97 (fu��-spectrum SUN version)

3 000 K, 4 000 K

> 80 000 hod. (L90)

powder-coated stee� sheet

RAL 9003

matte

microprisma (DMPP)

I

max. +5 /+ 35 °C 

IP 20

surface-mounted

do 5 m

NE

NE

TECHNICAL  SPECIFICATIONS

Light source

AC vo�tage

Connection

Driver

Dimming

Emergency modu�e

Optica� system

Light distribution

Co�or rendering index

Co�or temperature

Service �ife

Housing

Co�or

Surface

Cover

Protection c�ass

Ambient operating temperature

Ingress protection

Type mounting

Recommended height

C�ips

Mounting accessories

Use:

Interior, corridors, offices, c�assrooms, commercia� spaces.

High�y efficient LED �uminaire designed for surface 

mounting on the cei�ing, featuring a �arge �ight-emitting 

area and �ow g�are. Avai�ab�e in a fu��-spectrum SUN version.

LAMIA C 

INTERIOR LIGHTING

LAMIA C DMPP  

20

IP



LAMIA C  | str. 2

VARIANTS
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Typ Množství kusů na paletě (EPAL) Rozměry balení D × Š × V

ELEKTRA S 60 ks 1 200 × 800 × 1 800 mm

DIMENSIONS

POWER SUPPLY



Technica� specifications subject to change and printing errors reserved. Copyright © 2025 ELEKTRO–LUMEN, s. r. o.

LAMIA  C    SUN  DMPP  4k6  840  DALI  M1  

LAMIA C 

LEGENDE

�uminaire name and size

fu��-spectrum �ight variant

prismatic diffuser (DMPP)

�uminous f�ux

co�or rendering index Ra >90, 

co�or temperature 4 000 K

DALI (DALI) 

corridor (COR) 

SwitchDim (SD)

integrated emergency modu�e, 

the autonomy of 1 hours 

LAMIA C 

SUN

DMPP

4k6

840

DALI

COR

SD

M1

e�-�umen.cz/�amia-c-en
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